
WALL SAWS

• DIAMOND SAW BLADES
for wet and dry cutting in concrete, reinforced concrete, asphalt, natural stone;
saw blade diameter from 110 to 2200 mm

• DIAMOND DRILL BITS
for wet and dry drilling in concrete, reinforced concrete, asphalt, natural stone;
drill bit diameter from 12 to 1200 mm

• DIAMOND TOOLS
grinding discs for hand-held and fl oor grinding machines, diamond wires,
chamfering discs, diamond chains, diamond segments

• JOINT CUTTERS
with petrol, diesel or electric motor, with and without automatic feed;                                   
 cutting depths 120 bis 900 mm

• CORE DRILLING MACHINES
hand-held drilling machines and drill columns with electric or hydraulic                                     
drill motor; drill diameter from 12 bis 800 mm

• WALL SAWS & WIRE SAWS
electric, hydraulic and electro-hydraulic wall saws up to 730 mm cutting depth;                   
automatic wire saws, circular saw

• TABLE SAWS
for cutting tiles, glazed tiles, general building materials or large-sized stones; 
cutting depths from 25 to 500 mm

• SPECIAL MACHINES
reinforced concrete breaker, fl oor grinding machines, surface milling machine,
chain saws, hand-held saw
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CEDIMA® Diamantwerkzeug- und
Maschinenbaugesellschaft mbH

Lärchenweg 3 • 29227 Celle/Germany
Tel. +49 (0) 5141-88540 • Fax +49 (0) 5141-86427

Internet: www.cedima.de • E-mail: info@cedima.de
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High-frequency Electric Wall Saw WS-290

low dimensions and light construction for high daily outputs

water-cooled high-frequency electric motor 11 kW

robust gear drive in cutting arm pivoting by 360°

high stability by low distance between cutting line - guide rail

light blade guards with side frames of impact-resistant synthetic 

material, removable for corner cutting                                                                   

universal rail system, applicable with all actual CEDIMA Wall Saws

•

•

•

•
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WS-290 - Components
Pos. order- No. type description

1 51 02 WS-290 wall saw with 10 m connecting cable to HF-control

2 51 12 HF-16 high-frequency universal control (refer to table on page 8)

3 51 27 ZF-16
EMC-fi lter 400 V/25 A, to HF-16 for power systems in industrial buildings, 
households and offi  ce buildings

4 51 11 - universal control box with 10 m cable

Guide rails and blocks

5 56 01 FS-7/4 guide rail 700 mm long

5 56 02 FS-14/4 guide rail 1400 mm long

5 56 03 FS-21/4 guide rail 2100 mm long

6 56 15 - block with dowel buckle

7 56 16 - block, pivoting pos. 6

Blade guards and holders

8 51 18 - blade guard  holder „drive-along“

X 51 04 - blade guard closed for saw blade-Ø 650 mm (3-parts)

9 51 19 - blade guard closed for saw blade-Ø 800 mm (3-parts)

10 51 28 - blade guard closed for saw blade-Ø 1000 mm (3-parts)

Accessories for fl ush cutting

11 50 31 - fl ange for fl ush cutting, 1-part, Ø- bore hole of blade 35 mm

12 51 30 - fl ange for fl ush cutting, 2-parts, Ø-bore hole of blade 35 mm

12 51 32 - fl ange for fl ush cutting, 2-parts, Ø-bore hole of blade 60 mm

13 51 29 - blade guard for fl ush cutting for blade-Ø 800 mm

14 51 31 - blade guard for fl ush cutting for blade-Ø 1000 mm

Alternative assemblies

15 51 26 HF-27.1 high-frequency universal control (refer to page 8), (instead of pos. 2)

16 54 13 - universal remote control box  (instead of pos. 4)
X = without illustration

WS-290 technical data
max. cutting depth mm 430
blade-Ø mm 650 - 1000
max. blade-Ø without precut mm 800
bore hole of blade mm 35

blade drive motor type
integrated water-cooled
high-frequency electric motor

output kW 11
feed/lowering - electric
dimensions L/W/H mm 400/370/340
weight kg 31




